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February 2013

2013 is an exciting time for Sound-Link - a new logo,
exhibiting at a major exhibition in London
and great new products coming.

So, please read on ...

{ In this edition:

® MNew Logo for Sound-Link

® Sound-Link at BVE

® MNEW - AETA ScoopFone HD codec with HD-Voice
® Firmware update for AETA 4MinX

® NEW - Two new monitors from ME-Geithain

® NEW - Gefell knuckle joint for SME 2000 series

® Price Lists

* Reviews

New Logo for Sound-Link

As you can see from the top of this Newsl|etter,
Sound-Link ProAudio now have a new logo.

Wanting a logo with more impact, the new design uses a modern font with the pictogram design based on the
"microphone" symbol with two linking sound waves inside symbolising "sound-link".

The logo was devised to look well at various sizes and simple enough to be woven
on fabric or etched on glass without compromising the design - but, most
important, to have impact and be memorable.

The pictogram can also be displayed on it's own and the logo can be displayed as black or white text.

The new logo will be on all Sound-Link price lists and paperwork from now on and
will also be on show on our stand at EVE in London at the end of this month.

Sound-Link
ProAUdIo

In parallel with this; the website is being re-worked to include the new logo. add
new products and remove old ones. This will take a little while and we will let
you know in a future newsletter when this is complete. In the meantime the
old site will remain active.

Sound-Link at BVE

Sound-Link will be exhibiting at BVE (Broadcast Video Expo) at Excel in
London on the 26th to 28th February.

Our stand is H69 and we will be showing the range of Microtech Gefell and
AETA Audio products as well as the ME-Geithain BRL306 studio monitors and
the "Turtle" boundary mic. adaptor.

We will have new products on show from both Gefell and AETA. including
the UK launch of the amazing
AETA "ScoopFone HD" codec with HD-Voice
(see below), the Gefell CMV 563 /M 7 S microphone and the new knuckle
joints for the SMS 2000 series microphones.

Also on show will be the Hakan P110 Pop Killer.
Also on the stand will be Schulze-Brakel custom foam windshields.
Exhibition details and how to register are on the BEVE website HERE.

Experts from Gefell and AETA will be on the stand and will be able to answer
any questions you may have.

|do hope you will come and see us at the show - we look forward to meeting
you.

26 -28 FEBRUARY 2013
EXCEL LONDON

NEW - AETA ScoopFone HD with HD-Voice

BVE will be the official UK launch of the amazing new AETA
ScoopFone HD.

This amazing portable codec is based on "HD Voice" technology to give a
full speech frequency response from 50Hz to 7TkHz over the mobile phone
VOICE network (the normal frequency response only goes up to about 3kHz) giving
i untiring broadcast quality speech for a large variety of outside broadcast

applications.

Ease of use has been paramount in the design of the ScoopFoneHD. so
almost anyone can pick it up and use it quickly and easily.

An OLED display screen is incorporated into the front panel so you can
easily see the number you are dialing and can monitor the status of the
codec. You can even receive SMS text messages on the screen so you can
receive messages right up to the time you go on-air.

As well as a microphone input with switchable phantom power, a line input
is also incorporated and the two can be mixed together if required, making
this an extremely flexible codec. For secure transmission and reception, a
second, diversity. antenna can be attached to the unit.

Experts from AETA will be at BVE to answer any detailed questions. so
i VOICE please come and see the ScoopFone HD in the flesh.

Technical Highlights

¢ \ery easyto use

e Professional mobile phone

e Supports HD-Voice service (AMRB-WB)

¢ OLED display. 2x2cm

¢ Mic/line input (24pin XLR)

® [ine input, mixed with Mic input. adjustable gain

¢ On Micinput: 48V phantom power. 4 selectable gains,
high pass filter (50 Hz 18 dB/o). limiter and fader

® Two headphone jack sockets

¢ Two antenna ports

¢ Push/push SIM card slot on front panel

¢ |USE hostfor updates or phonebook import

¢ Rechargeable NiMH batteries. 6xAA., integrated charger

Full details are one the AETA website:
VOICE ScoopFone HD

SCOORP—ONE IIE)

Unique benefits at low cost:
Professional mobile phone with HD-Voice

VoICE
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Firmware update for AETA 4MinX

i Software version 1.7 forthe AETA 4MinX is now available and can be downloaded from the AETA website. The

i new firmware adds flexibility and fixes some bugs. Midi control via some external devices is now added. as well as
i B-format Soundfield monitoring being added to the A-format monitoring alrasady available in the "Soundfield"

i option. There is also an easier option of switching the 4MinX off or putting it to sleep.

There is also a new updated manual for the 4MinX available for download.

4MinX updates and information

! Download v1.7
! Copy the downloaded file on to an SD card, insert the 5D card into the 4MinX and select "Tools”, "Update firmware”

Download User Manual v1.7

NEW - Two new Monitors from ME Geithain

The RL930K is an all-round main control studio monitor for medium-size audio, video and
film studios. ME Geithain's reliable K Technology (cardioid radiation characteristics in the
bass range) minimises rearward-directed room reflections, making it easy to position the
RL930K in the listening room. Low and middle frequencies are reproduced by a specially
developed 10-inch cone loudspeaker. For high frequencies, the RL930K features three
vertically arranged 1-inch tweeter calottes which are positioned in front of the
bass/midrange system. The directivity index has been optimised for listening distances
between 2.50 and 5 metres, allowing excellent depth arrangement and coloration
neutrality. BL930K

The RL941 is an all-round main control studio monitor for medium-size audio, video and
film studios. Low and middle frequencies are reproduced by a specially developed 8-inch
cone loudspeaker. For high frequencies, the RL941 features three vertically arranged 1-
inch tweeter calottes which are positioned in front of the bass/midrange system. The
directivity index has been optimised for listening distances between 2.50 and 4 metres,
allowing excellent depth arrangement and coloration neutrality.  BL841

NEW - Gefell introduce a knuckle-joint for the
SMS 2000 series microphones

The new MG 2000 knuckle joint for the SMS 2000 series microphone greatly increases the
i flexibility of this microphone system. Available in either satin nickel or matt black, the MG
! 2000 fits between the microphone head and body of any SMS 2000 series microphone.

SMS 2000
with Microphone Swivel MG 2000

Price Lists

! Unfortunately. due to the collapse of the pound, prices will have to rise from 1st March to reflect the worsening
: exchange rate. New price lists will be on the new website when it is updated and available from Sound-Link on
! request.

! We are still monitoring the exchange rate fluctuations and will try and keep the rise as small as possible.

Reviews

Sound On Sound magazine have also reviewed the Gefell M 221 and
i CMV 563 /M7 S which are due to be published during the next few months. We will let you know when the reviews
i are published and let you have the PDF links - watch this space...

Thank you for taking the time to read this newsletter - if you have any questions please do
not hesitate to contact us direct.

Please visit our website. ..

Sound-Link ProAudio Ltd Oxford UK www. sound-link.co.uk




